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Technical specification:Technical specification:

6000 g
500 mg
10 mg

-6000 g
±30 mg
15 mg

1,5 s

PS 6000.3Y

2500 g
500 mg
10 mg

-2500 g
±20 mg
10 mg

1,5 s

PS 2500.3Y

1500 g
500 mg
10 mg

-1500 g
±20 mg
10 mg

1,5 s

PS 1500.3Y 

1000 g
20 mg
1 mg

-1000 g
±3 mg
1,5 mg

2 s

PS 1000.3Y

450 g
20 mg
1 mg

-450 g
±2 mg
1 mg

2 s

PS 450.3Y

250 g
20 mg
1 mg

-250 g
±2 mg
1 mg

2 s

PS 250.3Y

2 ppm/°C in temperature  +15 ÷ +35 °C

+10 ÷ +40 °C (*)
13,5 ÷ 16 V DC

2×USB, 2×RS 232, 1×Ethernet, Wi-Fi 802.11 b/g/n, 4 inputs / 4 outputs (digital)
716 × 360 × 260 mm

5,7" touch panel 

200/2000 g
20 mg

1/10 mg
-200/-2000 g

±2/10 mg
1/10 mg

2 s / 1,5 s

PS 200/2000.3Y

128×128 mm

1 g
0,1 g

195×195 mm

10 g
1 g

600 g
20 mg
1 mg

-600 g
±3 mg
1,5 mg

2 s

PS 600.3Y

 35÷ °C;                         

750 g
20 mg
1 mg

-750 g
±3 mg
1,5 mg

2 s

PS 750.3Y

4500 g
500 mg
10 mg

-4500 g
±20 mg
10 mg

1,5 s

PS 4500.3Y

Max capacity
Minimal load
Readability
Tare range
Linearity
Repeatability
Pan size
Stabilization time
Sensitivity drift

Working temperature
Power supply
Interface
Packaging size
Display

Minimum weight (USP)
Minimum weight (U = 1%, k = 2)

Dosing

Statistics

Mass control

PS 200/2000.3Y - PS 1000.3Y

PS 1500.3Y - PS 6000.3Y

PS 6100.3Y - PS 10100.3Y

OIML
ISO
9001

CERTIFIED17 



Additional equipment:Additional equipment:

Anti vibration table for laboratory balances
Printer Epson, Citizen
Foot button for tare or print functions
Density determination kit for solids and liquids 
PC USB keyboard
Anti draft shield
Bar code scanner
THB 3 ambient conditions module

Automatic feeder PA-02/H
Mass standard
LCD display WD-5
Power adapter with battery and charger ZR-02
Power loop output AP2-1 (plastic version)
Antistatic cable PA 1
Computer software: PW-WIN, RAD-KEY
Cable: P0136, P0151

Dimensions:Dimensions:

Technical specification:Technical specification:

-
10100 g
500 mg
10 mg

-10100 g
±0,03 g
0,015 g

1,5 s

PS 10100.3Y
-

6100 g
500 mg
10 mg

-6100 g
±0,03 g
0,01 g

1,5 s

PS 6100.3Y

2 ppm/°C in temperature  +15 ÷ +35 °C

+10 ÷ +40 °C (*)
13,5 ÷ 16 V DC

2×USB, 2×RS 232, 1×Ethernet, Wireless Module, 4 inputs / 4 outputs (digital)
716 × 360 × 260 mm

5,7" touch panel 
7,3 kg / 9,3 kg

195×195 mm

-
8100 g
500 mg
10 mg

-8100 g
±0,03 g
0,012 g

1,5 s

PS 8100.3Y

10 g
1 g 
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PS 6100.3Y - 
PS 10100.3Y

PS 1500.3Y - 
PS 6000.3Y

PS 200/2000.3Y - 
PS 1000.3Y

Max capacity
Minimal load
Readability
Tare range
Linearity
Repeatability
Pan size
Stabilization time
Sensitivity drift

Working temperature
Power supply
Interface
Packaging size
Display
Net weight / gross weight

Minimum weight (USP)
Minimum weight (U = 1%, k = 2)

* Balance maintains parameters in accordance with type approval in temperatures 15  35÷ °C
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